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Non pressure solar water heater installation
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Installation file only be used by professional.

In order to avoid damages or accidents caused by operation errors, please read attention

rules before using solar water heater.

Installation file in this manual refers to:

GB/T18713-2002 (Solar water heating system-Design, installation and engineering

acceptance) ;

GB/T19141-2003 {Technical qualification for domestic solar water heating system) ;
{Technique manual of solar hot water projection in civilian buildings) .

The manual content may be adjusted if the item improved, please excuse us not to inform.

Production operation standard: GB/T19141-2003, GB4706.1-1992,GB4706.12-1995.
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The product must work without pressure,it can be used for domestic house,hotel,
etc.

B Safe, Clean, Energy saving, Environmental protection, Economy;

m High absorption: the evacuated tubes adopt the internationally advanced manufacture
technic, it has higher absorption for the solar spectrum;

B High insulation: thickened polyurethane thermal insulation, adopts the whole constant
temperature and pressurized foaming, through warm keeping process it will have superior

thermal preservation;

Inner tank and inlet (outlet) pipe: SUS304-2B stainless steel, great anticorrosion;
Outer tank: AL-Zn Coated Steel Sheet / Color steel;
Stand: Galvanized sheet or AL-Alloy, elegant appearance, sturdy and durable

Rubber seals and rings: silicone rubber, non-poisonous and tasteless, longservice
life

Model Overall Diamension | Vacuum Tube | Aperture | Tank Volume | Shower time
(L*W*H) mm D*L*N m? L Time/day
Q-B-J-1-100/1.25/0 | 1220*1710*1711 | ¢58x1800x12 | 1.25 100 1=2
Q-B-)-1-140/2.06/0 | 1540%1710%1711 | ¢58x1800x16 | 2.06 140 3-4
Q-B-)-1-170/2.59/0 | 1860*1710*1711 | ¢58x1800x20 | 2.59 170 4-5
Q-B-J-1-205/3.11/0 | 2180*1710*1711 | ¢58x1800%x24 | 3.11 205 5-6
Q-B-J-1-255/3.90/0 | 2660*1710*1711 | ¢58x1800%x30 | 3.90 255 6-7
Q-B-J-1-300/4.95/0 | 2835%1795%1739 | ¢58x2100x32 | 4.95 300 7-8
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